
PCSU200 Driver Installation  
 
These instructions are for Windows 7 but the same basic process applies to most 
versions of Windows. 
First install the PcLab200 software. 
Then plug in the USB connector of the PCSU200 oscilloscope.  
You should be prompted with the Windows 'Found New Hardware Wizard'. 
 
If the wizard did not open, you can open it manually through the following steps: 
• Press the Windows key + R 
• Type devmgmt.msc and press OK 
• Search for a 'PCSU200 Oscilloscope/Function Generator'  entry under the Other 
devices category in the Device Manager 
• Right-click the entry and click Update Driver Software... 
 

 
 



You should now be prompted with the 'Update Driver Software' dialog. 
 

 
 
Select 'Browse my computer for driver software' . 
 



You will be asked for the location of your driver files.  
Use Browse  to locate the folder of the driver files. 
If you installed the PcLab200 software to the default folder you will find them in: 
C:\Program Files\Velleman\PcLab200\PCSU200Driver 
On 64-bit computers, browse to the following folder: 
C:\Program Files (x86)\Velleman\PcLab200\PCSU200Driver 
 

 
 
Click 'Next' to continue. 



You'll receive this warning.  

 
 
Click 'Install this driver software anyway' .  
This cannot harm your computer since it is safe to use our driver. Make sure you 
downloaded the driver or installation package from the Velleman website. 
 
Installation should now be complete. You are ready to use the PCSU200. 

 



You may check the 'PCSU200' entry under the Other Devices category in the Device 
manager. 
To check the driver version, right click the PCSU200 and then click Properties and then 
select the Driver tab. 
 

 
 


